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(2) Vessels in Burnham Park Harbor
at the commencement of the safety and
security zone must be moored and re-
main moored while the safety and secu-
rity zone is established, unless author-
ized to get underway by a Coast Guard
or U.S. Secret Service official.

(3) No person may engage in swim-
ming, snorkeling, or diving within the
established safety and security zone,
except with the permission of the Cap-
tain of the Port or U.S. Secret Service.

[CGD09-94-005, 59 FR 45227, Sept. 1, 1994]

§165.905 USX Superfund Site Safety
Zones: St. Louis River.

(a) The following areas of the St.
Louis River, within the designated
boxes of latitude and longitude, are
safety zones:

(1) Safety Zone #1 (North Spirit Lake):

North Boundary: 46°41'33” W
South Boundary: 46°41'18” W
East Boundary: 92°11'53” W
West Boundary: 92°12'11” W

(2) Safety Zone #2 (South Spirit Lake):

North Boundary: 46°4045” N
South Boundary: 46°40'33” N
East Boundary: 92°11'40” W

West Boundary: 92°12'05” W

(b) Transit of vessels through the
waters covered by these zones is pro-
hibited. Swimming (including water
skiing or other recreational use of the
water which involves a substantial risk
of immersion in the water) or taking of
fish (including all forms of aquatic ani-
mals) from the waters covered by these
safety zones is prohibited at all times.

[CGD09-95-026, 60 FR 52862, Oct. 11, 1995]

§165.906 Lakeside Yacht Club in
Cleveland Harbor, Cleveland, OH—
regulated navigation areas.

(a) Restricted Areas. The following are
areas inside Cleveland Harbor which
are subject to navigational restrictions
based on the height of vessel masts as
specified in paragraph (b) of this sec-
tion. For the purpose of this section,
the term ‘‘mast’” will be used to in-
clude masts, antennae or any other
portion of the vessel extending above
the waterline. All of these areas are in-
side the ‘‘Lakeside Yacht Club en-
trance channel,” defined as the water
area between the Lakeside Yacht Club
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jetties and the Burke Lakefront Air-
port landfill, or inside the ‘‘Lakeside
Yacht Club docks,” defined as the
docking area inside the Lakeside Yacht
Club jetties and immediately adjacent
to Lakeside Yacht Club.

(1) Restricted area mo. 1. Restricted
area no. 1 is the water area on the
southwest end of the Lakeside Yacht
Club entrance channel which is south-
west of a line running 328° T and north-
west of a line running 232° T from a
point at 41°31'28.00” N, 81°4002.60” W,
which point is marked by a fixed flash-
ing yellow light.

(2) Restricted area mo. 2. Restricted
area no. 2 is the water area of the
Lakeside Yacht Club entrance channel
which is outside restricted area no. 1
and the entrance to the Yacht Club
docking area, and southwest of a line
running 328° T from the intersection of
81°39'68.47” W and reference line run-
ning between point A at 41°31'33.45” N,
81°39°47.45” W and point B at 41°31'19.67”
N, 81°40'19.17” W.

(3) Restricted area mo. 3. Restricted
area no. 3 is the water area of the
Lakeside Yacht Club entrance channel
which is outside restricted area no. 1,
and southwest of a line running 328° T
from point A at 41°31'33.45” N.,
81°39'47.45” W.

(4) Restricted area mno. 4. Restricted
area no. 4 is the area inside the Lake-
side Yacht Club docks which is south-
west of a line running 328° T from the
intersection of 81°39'568.47” W and a ref-
erence line running between point A at
41°31'33.45” N, 81°39'47.45” W and point B
at 41°31'19.67” N, 81°40'19.17” W, and
northwest of the same reference line.

(5) Restricted area mno. 5. Restricted
area no. 5 is the area inside the Lake-
side Yacht Club docks which is outside
restricted area 4 and northwest of a
line 183 feet southeast and parallel to a
reference line running between point A
at 41°31'33.45” N, 81°39'47.45” W and point
B at 41°31'19.67” N, 81°40'19.17” W.

(6) Restricted area mo. 6. Restricted
area no. 6 is the area inside the Lake-
side Yacht Club docks which is outside
restricted areas 4 and 5.

(b) Restrictions applicable to vessels of
certain heights. Vessels with masts of
certain heights are subject to the fol-
lowing restrictions with reference to
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Coast Guard, DHS

the restricted areas detailed in para-
graph (a) of this section. The height of
a vessel is the height above the water
line of masts, antennas, navigational
equipment, or any other structure.

(1) Less than 41 feet. Vessels less than
41 feet in height are not subject to any
restrictions under this section.

(2) 41 to 45 feet. Vessels at least 41 feet
in height yet less than 45 feet in height
may not enter restricted area 1.

(3) 45 to 53 feet. Vessels at least 45 feet
in height yet less than 53 feet in height
may not enter restricted area 1 and
must comply with the clearance proce-
dures prescribed in paragraph (c) when
navigating through restricted area 2.

(4) 53 to 63 feet. Vessels at least 53 feet
in height yet less than 63 feet in height
may not enter restricted area 1, must
comply with the clearance procedures
prescribed in paragraph (c) of this sec-
tion when navigating through re-
stricted area 2, and may not dock in or
enter restricted area 4 at any time.

(5) 63 to 95 feet. Vessels at least 63 feet
in height yet less than 95 feet in height
may not enter restricted area 1, must
comply with the clearance procedures
prescribed in paragraph (c) of this sec-
tion when navigating through re-
stricted areas 2 or 3, and may not dock
in or enter restricted areas 4 or 5 at
any time.

(6) 95 feet or more. Vessel 95 feet or
more in height may not enter any re-
stricted area, 1 through 6, at any time.

(¢c) Clearance procedures. Except dur-
ing the times specified in paragraph
(d), operators of vessels subject to
these procedures must do the fol-
lowing:

(1) Obtain clearance from the Burke
Lakefront Air Traffic Control Tower
before mnavigating through the re-
stricted area(s);

(2) Navigate promptly through the
area(s) at a safe and practical speed.
Navigation at a safe and practical
speed includes brief stops at the fueling
dock inside restricted area 3 by vessels
with masts between 63 and 95 feet in
height; and

(3) Promptly inform the Burke Lake-
front Air Traffic Control Tower after
clearing the restricted area(s), or of
any difficulty preventing prompt clear-
ance. The Burke Lakefront Air Traffic
Control Tower may be contacted on

§165.910

marine radio channel 14, or by tele-
phone at (216) 781-6411 except as noted
during the suspended hours listed in
paragraph (d) of this section. The radio
and telephone will be manned when the
instrument guided approach system is
being utilized.

(4) Clearance may also be obtained
for longer periods or for groups of ves-
sels when arranged in advance with
Burke Lakefront Airport by any appro-
priate means of communication, in-
cluding a prior written agreement.

(d) Enforcement of clearance require-
ments. The clearance procedures speci-
fied in paragraph (c) of this section will
not be enforced during the following
times:

(1) 11:00 p.m. n Fridays to 7:00 a.m. on
Saturdays.

(2) 11:00 p.m. on Saturdays to 8:00
a.m. on Sundays.

(3) 12:00 midnight Sunday nights to
7:00 a.m. on Mondays.

(e) Enforcement. This section will not
be enforced during any period in which
the Federal Aviation Administration
withdraws approval for operation of an
instrument-only approach to runway 24
on the northeast end of Burke Lake-
front Airport.

[CGD09-97-002, 64 FR 8006, Feb. 18, 1999]
§165.907 [Reserved]
§165.909 [Reserved]

§165.910 Security Zones;
the Port Lake Michigan.

(a) Security cones. The following
areas, defined by coordinates based
upon North American Datum 1983, are
security zones:

(1) Navy Pier Northside. (i) Location.
All waters between the Navy Pier and
the Jardine Water Filtration Plant
shoreward of a line drawn from the
southeast corner of the Jardine Water
Filtration Plant at 41°53'36” N, 87°36'10”
W, to the northeast corner of the Navy
Pier at 41°53'32” N, 87°35'565” W; then fol-
lowing the Navy Pier, seawall, and
Jardine Water Filtration Plant back to
the beginning.

(ii) Regulations. The Captain of the
Port Lake Michigan will normally per-
mit those U.S. Coast Guard certificated
passenger vessels that normally load
and unload passengers at Navy Pier to

Captain of
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